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Applications  
 

Day Tanks 
Portable Tanks  
Diesel Fuel 
 
Compatibility  
 

Any tank manufacturer       
w / 1.5” opening (minimum) 
 
Wireless Network  
 

Cellular Digital Radio (GSM) 
Satellite 
 
Specifications  
 

Sensors:   
Hall Effect sender with float 
Ultrasonically sealed lens 
Magnetic connection 
Brass center shaft 
Solid State voltage output 
 
Size:   1.5” Diameter          
(pipe thread) 
 
Length:  (please specify 
depth of tank) 
8” - 12” - 18” – 19.5” - 24” or 
36” 
 
Weight: 1.0 pounds 
 
Accuracy:  +/- 3% 
 
Temp: -40F to +176F 
 
 
 
 
Top Mount with Brass Center 
Shaft— The float travels on the 
center shaft; the shaft is 1/2" to 
1" shorter than the tank depth 
to prevent it from touching 
bottom. Guide rods are zinc-
plated steel. Use on vertical 
tanks. 
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The OmniMetrix Fuel Gauge, when 
combined with the OmniMetrix 
monitor, is a complete liquid level 
gauge for diesel fuel storage tanks.  
The Fuel Gauge is easily installed on 
permanent and portable tanks.    
 
Lack of fuel is a major cause of 
genset fail-to-start.  The Fuel Gauge 
provides accurate fuel levels to the 
OmniMetrix generator monitor.  
Percentage full is displayed on your 
generator web page (see below).  
Low-level alarms are automatically 
delivered to cell phones via text 
message and computers via emails. 
 
The Fuel Gauge features connectivity 
via the OmniMetrix monitor, 
transmitting data wirelessly to your 
secure Internet web site. No custom 
software is required; all you need is a 
PC equipped with Internet Explorer. 
The monitor provides actual fuel 
levels and preset alarm levels. It 
delivers alarms upon detection of out-
of-bounds conditions. Alarm levels 
and reporting intervals are remotely 
programmable. 

 
The OmniMetrix Fuel Gauge can be 
installed on any tank.   Call 
OmniMetrix for details. 

Features  
· Know when to reorder fuel 
· Percentage Full (0 to 100%) 
· Tank and web display 
· Automatic low fuel level alarms 
· Secure Interactive Website 
· Accurate within +/- 3% 
· Permanent or portable tanks  
· Easy Installation 
· One year warranty 
· 1.5” opening required (minimum) 
 


